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QM101 - 1A - BKTX

The QM 100 series top mounted arms featuring a 2 3/8” round section of extruded aluminum
tubing welded to an aluminum tube, same as pole, caped off with a cast aluminum cap. A cast
aluminum scroll can be added as a decorative element. The mounting luminaire adaptor is made
from a 4” round by 5” high minimum. All mountings are prewired for ease of installation.
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QM108 - 1A - BKTX

The QM108 and QM109 are made of cast aluminum side mounted arms welded to an
aluminum tube, same diameter as pole, caped off with a cast aluminum cap. The arm is
secured on pole with a 12” tenon inside of the pole and fixed with 6 sets screw. The luminaire
mounting adaptor is made from a 4” round by 5” high tenon. All arms are prewired for ease of

installation.
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QM402 - 1A - BKTX

The QM 400 series pendant mounted brackets featuring a 2 3/8” round section or a 2” X 3”
rectangular section of extruded aluminum tubing welded to an aluminum tube, same as pole,

< 24” > complete with cast aluminum caps. A cast aluminum fixture mounting ring is welded to the
end of the arm. All mountings are prewired for ease of installation.
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QM406

1A

- BKTX

The QM406, 407, 408 and 409 are top mounted cast aluminum bracket welded to an aluminum
tube, same as pole, caped off with a cast aluminum cap. The QM410 is top mounted arm
featuring a 2 3/8” round section of bent extruded aluminum tubing. QM411 is a 2"x2” side
mounted aluminum arm welded to a tube, same as pole, caped off with a cast aluminum cap with
decorative curved elements. A cast aluminum fixture mounting ring is welded to the arm for
pendant luminaire. The QM408, 409 and 410 have a ball joint for vertical adjustment of luminaire.
All mountings are prewired for ease of installation.
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QM451 - 1A - BKTX

The QM 450 series suspended mounted brackets featuring a 2 3/8” round section of extruded
aluminum tubing bent to a 180 degree angle. A cast aluminum fixture mounting ring is welded to
the extruded tubing. The assembly is then welded over a cast aluminum sealing cap post or to
a side mount adaptor post, same as pole. All mountings are prewired for ease of installation.
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QM502 - 1A - BKTX

The QM 500 series side mounted arms featuring a 2 3/8” round section of extruded aluminum
tubing welded to an aluminum tube, same as pole, caped off with a cast aluminum cap.

A formed aluminum scroll or cut piece of flat aluminum can be added as a decorative element.
All mountings are prewired for ease of installation.
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QM506 - 1A - BKTX

The QM506 and QM507 are side mounted arms featuring a 2 3/8” round section of extruded
aluminum tubing welded to cast aluminum brackets and fixed on pole and luminaire. The
QM510 is a 2"x2” side mounted aluminum arm welded to a tube, same as pole, caped off with
a cast aluminum cap with decorative curved elements. All mountings are prewired for ease of

installation.
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QM502 - 1A - BKTX

QM510 and QM520 series side mounted arms featuring a 2 3/8” round section of extruded
aluminum tubing welded to an aluminum tube, same as pole, caped off with a cast aluminum cap.
A formed aluminum tubing or cut piece of flat aluminum can be added as a decorative element.
All mountings are prewired for ease of installation.
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